
TOP OF TANK COVER

NEUTRAL TERMINAL (1N)

BUSHING (SEE DETAIL B)

STUB

NEMA 4 PAD CONNECTOR

FOR STUD TERMINAL

(SEE DETAIL A)

300 mm2 GREEN/YELLOW

GROUNDING CABLE

TO TRANSFORMER 

YARD GROUNDING PLATE

COMPRESSION TERMINAL

CONNECTION DETAIL

PRIMARY STAR NEUTRAL POINT 1N

DETAIL A

COPPER PAD CONNECTOR

FOR STUD TERMINAL

NEMA 4 PAD 

CONNECTOR

1-3/4 INCH STUD

DETAIL B

NEUTRAL BUSHING 1N
DETAIL 1: Primary side neutral point 1N connection detail.
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2 INCH

GROUNDING BUSHING

400 mm.

2000 mm.

HDG UNP 100 SUPPORT

EXPANSION BOLTS

300 mm2 GREEN/YELLOW

GROUNDING CABLE

300 mm2 GREEN/YELLOW

GROUNDING CABLE

U BOLT

2 INCH HDG 

STEEL CONDUIT

FIRE WALL COLUMN

DETAIL 2: Conduit fixing to transformer yard fire Wall.

CONDUIT FIXING DETAIL

NOTES:

1.- Use the same type of support for the installation of the

vertical conduit.
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DETAIL 3: Grounding plate connection.

GROUNDING PLATE

300 mm2 GREEN-YELLOW

GROUNDING CABLE

TO MAIN GROUNDING GRIDCOMPRESSION LUGS

PLATE SUPPORT

300 mm2 GREEN-YELLOW

GROUNDING CABLE

TO BUSHING 1N

GROUNDING PLATE DETAIL

400 mm.

NEW 

GROUNDING PLATE

EXISTING PLATE

GROUNDING PLATE GENERAL 

ARRANGEMENT

MAIN GROUND GRID
300 mm2 GREEN-YELLOW

GROUNDING CABLE

TO MAIN GROUNDING GRID

300 mm2 GREEN-YELLOW

GROUNDING CABLE

TO MAIN GROUNDING GRID

T EXOTHERMIC 

CONNECTION
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EXISTING SPARE

CONDUIT



300 mm2 GREEN-YELLOW

GROUNDING CABLE

TO BUSHING 1N

2 INCH

HDG STEEL CONDUIT

GROUNDING BUSHING

CONDUIT SUPPORT

SEE DETAIL 2

300 mm2 GREEN-YELLOW

GROUNDING CABLE

TO BUSHING 1N

2 INCH

HDG STEEL CONDUIT

DETAIL 4: Conduit laying.


