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ITEM PART NUMBER DESCRIPTION QTY

1 4742091_EU Garniture de regulateur d'entree 1

2 4798820 Filtre d'entree 1

3 6746053 Regulateur d'entree 1

4 6790191 Ressort de noyau 1

5 6790219 Corps V183 1

6 6797210 Bague de soudure 1

7 6797220 Guide de noyau 1

8 7790290 PLUNGER + SEAL 1

9 7792260 Element de vanne 1

10 7793100 Bobine avec circuit magnetique 1

11 7798210 Ensemble insert / diaphragme 1

-

NOTICE TO PERSONS RECEIVING THIS DRAWING AND/OR TECHNICAL INFORMATION: ALL TECHNICAL 
AND OTHER INFORMATION PROVIDED HEREIN AND HEREWITH (COLLECTIVELYREFERRED TO AS 
"ROBERTSHAW PROPERTY") ARE PROPRIETARY TO ROBERTSHAWAND ARE HEREBY ISSUED AND/OR 
LOANED IN CONFIDENCE SOLELY ANDEXCLUSIVELY FOR ENGINEERING EVALUATION AND/OR 
INFORMATIONAL PURPOSES.ROBERTSHAW PROPERTY MAY NOT BE REPRODUCED OR USED FOR ANY 
PURPOSEWHATSOEVER WITHOUT PRIOR WRITTEN PERMISSION FROM AN AUTHORIZED 
REPRESENTATIVEOF ROBERTSHAW AND MUST BE PROMPTLY RETURNED TO ROBERTSHAW 
UPONCOMPLETION OF THE SPECIFIC PURPOSE(S) FOR WHICH IT WAS LOANED.

This part or assembly must be compliant with the European Union Directive 2011/65/EU (RoHS) 
and Regulation (EC) No 1907/2006 (REACH) as amended or updated from time to time. 1266660 01

EN 22768/1 m
QUALITY SYMBOL DEFINITION: CIRCLED DIMENSIONS  
ARE CRITICAL TO QUALITY (CTQ). SOLENOID VALVE
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REVISION DESCRIPTION ZONE DATE ISSUED CHECKED ECN/ECR

01 Updated Customer part number. Updated sheet format. / 20/10/2017 Cattazzo Cocolin ECR 1290

SPECIFICATIONS
Electrical Parameters 

Rating: AC/DC 24V
Power: -
Coil Insulation:Class F
Coil Resistance:60 �^� �#�10%
Connector Type: FASTON

General Parameters 

Pressure Range: 0.2 to 10 bar
T amb -°C
Water Temp -°C
Duty Cycle: -

Working Parameters

Flowrate : 2 l/min ±25% from 1 to 10 bar
Engineering Code:V180B010040A2LE

Terminal
6.3x0.8

According
to DIN 44987

To use label format: 79-RSM-BLANK
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